BY: Aaron Hottenstein Division: Transportation

GENERAL NOTES
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PLANS,

. “ALL PROPOSED LUMINAIRES SHALL BE SUPPLIED WITH A PHOTOCELL.
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NOTE:

PHASES ASSDCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY.
PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.
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THE CONTRACTOR SHALL VERIFY ALL PROPOSED POLE AND CABINET
LOCATIDNS PRIOR TO INSTALLATION.

FOR FINAL PAVEMENT MARKINGS REFER TO THE PAVEMENT MARKING
OTHER THAN THOSE DETAILED ON THE PLAN. ALL PAVEMENT
MARKINSS SHALL BE INSTALLED IN ACCORDANCE WITH MSHA
STANDARDS. _

THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL

- SIGNAL CABLE TO THE APPROPRIATE TERMINALS AND PROPERLY LABEU -
EACH CABLE.

THE CONTRACTOR SHALL VERIFY ALL UNDERGROUND UTILITIES PRIOR
TO INSTALLING PROPOSED SIGNAL EQUIPMENT. IF ANY UTILITIY
CONFLICTS SHOULD ARISE THE CONTRACTOR SHALL CONTACT THE
PROJECT ENGINEER.

ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED AT THE
FINAL SIDEWALK OR CURB GRADE FOR CLOSED SECTIONS, HIGHEST
ROADWAY PROFILE GRADE FOR OPEN SECTIONS, TO MEET CLEARANCES
AS SPECIFIED IN MD 816.03, MD 818.01, MD 818.02, MD 818.04.
THE CONTRACTOR SHALL VERIFY ULTIMATE GRADES PRIOR TO THE
INSTALLATIUN OF ALL SIGNAL EQUIPMENT.
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?INSTALL APPROXIMATELY 35 FT.
I OF 3~IN. SCHEDULE 80 POLYVINYL
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CHLORIDE CONDUIT- TRENCHED.

INSTALL ONE 27 FT.STEEL POLE WITH ONE 36 FT.MAST ARM AND ONE 40 FT.MAST ARM, 20 FT.LIGHTING ARM,
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INSTALL APPROXIMATELY 510° FT. OF 3-IN.

SCHEDULE 80 POLYVINYL CHLORIDE CONDUIT— TRENCHED,
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TRAFFIC SIGNAL HEADS, SIGNS AND CONCRETE FOUNDATION (NOTE: 1-3 IN. SCHEDULE 80, 90-DEGREE PVC CONDUIT BEND) ' - 61 ~ AND 30 FT. BORED AT ROADWAY ENTRANCE. INSTALL THREE
| , ‘ . ‘ _ ELECTRICAL HANDHOLES IN THIS AREA AS DIRECTED BY
INSTALL ONE 27 FT.STEEL POLE WITH 55 FT.MAST ARM, 20 FT.LIGHTING ARM AND 250 WATT H.P.S.LUMINAIRE, TRAFEIC THE ENGINEER.
SIGNAL HEADS, SIGNS AND CONCRETE FOUNDATION (NOTE:1-3 IN. SCHEDULE 80, 90-DEGREE PVC CONDUIT BEND) INSTALL TWO PUSH BUTTONS IN FIRE STATION AS DIRECTED
| , | | - | ' | 'BY THE PROJECT ENGINEER AND CONNECT TO THE
INSTALL ELECTRICAL HANDHOLE SIGNAL CONTROLLER USING TWO 2- CONDUCTOR CABLES.
- A SIGN INDICATING WHICH PUSHBUTTON PRE-EMPTS THE MD 170 AT
INSTALL 4 IN. SCHEDULE 80 POLYVINYL CHLORIDE CONDUIT — TRENCHED. MD 174 SIGNAL SHALL BE PROVIDED WITH THE PUSH BUTTONS, |
‘ | CONTACT MATT TOBIA 410-222-8204 TWO WEEKS PRIOR TO INSTALLING P ———————
INSTALL 3 IN. SCHEDULE 80 POLYVINYL CHLORIDE CONDUIT — TRENCHED. CABLES AND PUSHBUTTONS TO ARRANGE FOR ACCESS TO THE DEPARTIENT o AN oN
| - FIRE STATION. . STATE HIGHWAY ADMINISTRATION
INSTALL 4 IN. SCHEDULE 80 POLYVINYL CHLORIDE CONDUIT — BORED. -- -- e -- - OFFICE OF TRAFFIC & SAFETY
- | RIGHT OF WAY LINE (R) INSTALL PULL STRING IN CONDUIT FOR UTILITY COMPANY USE. TRAFFIC ENGINEERING DESIGN DIMISION
FURNISH AND . INSTALL NEMA TYPE 6 TRAFFIC SIGNAL CABINET. | () INSTALL A 20 FT. BREAKAWAY PEDESTAL POLE AND BASE, | SEVERN FIRE STATION
INSTALL 24 IN. HEAT APPLIED WHITE PERMANENT PREFORMED THERMOPLASTIC PAVEMENT MARKING TAPE (STOP LINE). e O NDATION. AL DEADe YFE TG CABINET AT MD 170
USE EXISTING HANDHOLE. (@ INSTALL 3 IN. SCHEDULE 80 POLYVINYL CHLORIDE CONDUIT — BORED. APPROVALS REVISIONS TRAFFIC SIGNAL PLAN
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